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Griglia a gradini - STEP SCREEN®s

Separazione e trasporto economici del grigliato

1 per rese di separazione elevate

1 per ogni portata

1 possibilita di asporto grigliato a quota pavimento

Il successo e la larga accettazione del sistema STEP SCREEN® si basano sulla sua funzionalita, il principio di funzionamento
facilmente comprensibile, la sua costruzione semplice e la pulizia senza uso di attrezzature (effetto autopulente secondo il principio di

controcorrente), la ridotta necessita di manutenzione, la sua capacita di asportare anche quantita di grigliato molto elevate e la sua
affidabilita di esercizio.

» HUBER Giriglia Fine STEP SCREEN® SSV
» HUBER Griglia Fine STEP SCREEN® SSF

Downloads

Depliant: STEP SCREEN® Vertical SSV (inglese) [pdf, 388 KB]
Maggiori informazioni

Depliant: STEP SCREEN® Flexible SSF (inglese) [pdf, 398 KB]
Maggiori informazioni
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Principio di funzionamento

Phase 2 + 3: The complete screenings carpet is lifted and transported by rotation of the moveable laminae.

Phase 4: The screenings carpet is laid down on the next step above.

Vantaggi

Lifting of screenings at bottom level due to a special bottom step design

Gentle and complete screenings transport due to the counter-current principle

Optimally adjustable to individual constructional conditions

High capacity; the flow passes the screen surface only once

High separation efficiency due to the narrow slot width and the produced screenings carpet

Self-cleaning effect due to movable lamellas (no spray water, no brushes)

Very high operational stability: Reduced susceptibility to grit, gravel and stones due to the bottom step washing system
Very good corrosion protection: manufactured from stainless steel and acidtreated in a pickling bath

Unrivalled experience for more than 20 years
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